NOTES:

REV.

DESCRIPTION

DATE

A ISSUE

Feb/21/2018

1. ELECTRICAL CHARACTERISTICS:
CURRENT RATING: 2A / 5A
CONNECTOR TEMPERATURE RANGE: -40°C TO +105°C
DIELECTRIC WITHSTANDING VOLTAGE:
500V AC FOR ONE MINUTE

2. HOW TO ORDER: CAx-P4xxSA
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9 [ CLAMPNUT [ NYLON+GF BLACK | 1 PIN ASS'C?%'\;;T) FRONT VIEW
8 | TUBE EPDM. ( ID=5.8mm.
( ) BLACKL 1 ®HTP ASIA TECHNOLOGY CO., LTD.
7 | HooD NYLON. BLACK | 1 HOLIN A AR BEBRL AR A
6 GASKET EPDM. BLACK 1 Ci -
mm ircular A Size Screw Type
5 | SCREW NUT NYLON+GF BLACK 1 Female Connector Male Pin
4 | CONTACT Brass ,Male Pin. 6u"Gold Plated. N |MO.6SPL21 1:1 Field Installable Plug
3 | O-RING Silcon. BLACK 1 SIBYL
2 | o-RING Silcon. BLACK | 1 025 o1 CAxX-P4xxSA p—
1 CONNECTOR A Size Female Connector Insert, NYLON+GF. 1 005
No.| PART NAME DESCRIPTION COLOR|[Q'TY |REMARKS A 1/‘I CAx-P4xxSA




