PROPRIETARY AND CONFIDENTIAL:THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF HTP ASIA TECHNOLOGY CO., LTD. . ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF HTP ASIA TECHNOLOGY CO., LTD. IS PROHIBITED.

AT
- i e
3 L 18.0
©
O
- PIN| L
A\| CBP |6.6 ol o
14.8+0.1 50116 2
RECOMMENDED CBN |2.5 s ®
PANEL CUT OUT

0.8
Chonge&design.

3.5

23.7(Ref.)

CBP—-L102CSR CBP—L103CSR CBP-L104CSR

CBD—L102CSR CBD—-L103CSR CBD-L104CSR CBD—L105CSR CBD—L106CSR CBD—-L107CSR CBD—-L108CSR CBN-L110CSR

PIN ASSIGNMENT FRONT VIEW (FT1R E)

1. ELECTRICAL CHARACTERISTICS:

CURRENT RATING: 2A/5A /10A
CONNECTOR TEMPERATURE RANGE: -25°C TO +85°C

DIELECTRIC WITHSTANDING VOLTAGE:

500V AC FOR ONE MINUTE

2. HOW TO ORDER: CBx-L1xxCSR

02-2PIN
03 -3 PIN
04 -4 PIN
05-5PIN
06 - 6 PIN

REV. DESCRIPTION DATE
A | ISSUE Sep/25/2014
A1 | Modify Contact length Jun/29/2015
A2 | Change design.(EC-112016) Feb/27/2024
NOTES:

07 -7PIN
08 - 8 PIN
10 - 10 PIN
12-12 PIN

P - CURRENT RATING 10A
D - CURRENT RATING 5A
N - CURRENT RATING 2A
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Circular B Size Male Connector Male Pin
Rear Mount Lock Type Round Flange

Solder Bucket Pin
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CBx-L1xxCSR

SIBYL

JAMES

4 | HEX NUT Nylon + GF. BLACK
3 | GASKET EPDM. BLACK
2 | CONTACT Brass, 6 u" Gold Plated. Male Contact.

1 | CONNECTOR | B Size Male Connector Insert. Nylon+GF. AA BLACK
No. | PART NAME DESCRIPTION COLOR
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