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PPN 1. ELECTRICAL CHARACTERISTICS:
VOLTAGE RATING: 30V a.c. ord.c.
C)_ CURRENT RATING: 1.5A
(@] TEMPERATURE RANGE: -25°C TO +85°C
g DIELECTRIC WITHSTANDING VOLTAGE:
500V AC FOR ONE MINUIE
2. PANEL THICKNESS MAX. 3.0mm
@ L] 2. HOW TO ORDER: A12I-M1xxHSR
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PIN ASSIGNMENT FRONT VIEW (FT71% &)
8 LUE E . BLACK
SLY poxy. __ ! ® HTP ASIA TECHNOLOGY CO., LTD.
7 |HEXNUT BRASS, Nickel Plated. 1 HOLIN S g AN N 2
6 EPDM BLACK Rz M R B A RN F
GASKET - L o M12 A-Coding Male Panel Connector
5 | HOUSING BRASS, Nickel Plated. 1 Rear Mount Hex Flange
4 | CONTACT BRASS , 6 u" Gold Plated . Male Contact. N | PMo.6sL25-01 1.5:1 With Solder Bucket Pin
3 | CONTACT BRASS , 6 u" Gold Plated . Male Contact. N | PM0.6SL23-01 James
2 |CONTACT __ |BRASS, 6 u" Gold Plated . Male Contact. 10_[Puoesizior| x * 028 xx & o1 AT2-M1T7HSR —
1 | CONNECTOR | M12 A-Coding Male Connector Insert. NYLON+GF. BLACK 1 - 1
No.| PART NAME DESCRIPTION COLOR|QTY |REMARKS| A 1/1 A12I-M117HSR




