PROPRIETARY AND CONFIDENTIAL:THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF HTP ASIA TECHNOLOGY CO., LTD. . ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF HTP ASIA TECHNOLOGY CO., LTD. IS PROHIBITED.

REV. DESCRIPTION DATE
A | ISSUE (DI-11301044) Jan/31/2024
29.5
o T o o
L'g I\ml\m 1l L‘ 0% IEI o} (o]
@ @ NOTES:
ELECTRICAL CHARACTERISTICE:
1. CURRENT RATING:1A.
2. TEMPERATURE RANGE:—20°C~80°C
3. DIELECTRIC WITHSTANDING VOLTAGE:
500V AC FOR ONE MINUTE
4, HOW TO ORDER:A05I—M1xxSN
103—3 PINS
04—4 PINS
N
3 4 ) 4
HOL|N® HTP ASIA TECHNOLOGY CO., LTD.
AOSI-M103SN  AO5I-M104SN k& A K BB A R N 3
PIN ASSIGNMENT FRONT VIEW -
(Hi 5 E ) 151 M5 A-Coding Male Molded Cable Ass'y
4 | OVERMOLD |PVC or PU. BLACK | 1 [ Meas™ —
3 | RING NUT Brass, Nickel Plated. 1 MSM—RN 1 y AOSI—M1xxSN
2 | CONTACT Brass , 6 u" Gold Plated. Male Contact. N M0.4BSPL13.5 g._2§ oy JAMES
1 | CONNECTOR | M5 A-Coding Male Connector Insert. Nylon+GF. BLACK 1 MOSA—CMxx —
No.| PART NAME DESCRIPTION COLOR|QTY |REMARKS| A 1/1 AOSI—=M1xxSN

-t P A A R 5 -




