REV. DESCRIPTION DATE

A | ISSUE Mar/14/2014

B | Change material and add UL contents| Jan/27/2015

42.5(Ref.)

NOTES:
1. ELECTRICAL CHARACTERISTICS:
CURRENT RATING: 3A
CONNECTOR TEMPERATURE RANGE: -40°C TO +105°C
DIELECTRIC WITHSTANDING VOLTAGE:
500V AC FOR ONE MINUTE
2. HOW TO ORDER: A08D-M1xxSA
02 -2PIN

03-3PIN
@ 04 - 4 PIN

giE - 2]
] :
#2 Zipper PE Bag.
A\ UL contents :
4 E473197 g
2 N\ 4 AOBD-M1xxSA o
Q. ©: ©
1 V 3 1 v 3 NOT FOR.INTERRUPTING CURRENT
\V/ M/ ATTENTION:
A08D-M102SA  A08D-M103SA  A08D-M104SA NE PAS UTILISER POUR COUPER LE COURANT
PIN ASSIGNMENT FRONT VIEW (HijiilE]) 60

8 | CLAMP NUT | NYLON. BLACK | 1 ®
7 | SEAL TUBE | PLASTIC RUBBER. ID=6 mm. BLACK | 1 HOLIN ';,JF;EAS}F? EECHH&N%JEO%Y FCE:,‘O';L}LT‘%'
6 | HOOD NYLON. BLACK | 1
5 | GASKET PLASTIC RUBBER. BLACK | 1 mm M8 A-—Coding MALE
2 TO—RING VITON. IARE 11 FIELD INSTALLABLE PLUG
3 | RING NUT BRASS. NICKEL PLATED. 1 JACK
2 | CONTACT BRASS. 6u" GOLD PLATED. N 0.25 01 AO8D—M1xxSA ERIC
1 | CONNECTOR | M8 A-Coding MALE CONNECTOR INSERT. NYLON+GF. BLACK | 1 00 16X
No. | PART NAME DESCRIPTION COLOR|QTY |REMARKS| B 1/1 AO8D—M1xxSA




