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DESCRIPTION

DATE

A | ISSUE

Aug/15/2023

NOTES:

1. ELECTRICAL CHARACTERISTICS:
CURRENT RATING: 1.5A/ 3A

VOLTAGE RATING: 2~4P : 50V a.c. / 60V d.c.
5~8P : 30V a.c./ 30V d.c.
TEMPERATURE RANGE: -25°C TO +85°C
DIELECTRIC WITHSTANDING VOLTAGE:

500V AC FOR ONE MINUTE
2. HOW TO ORDER: A08x-M1xxHSF

02 - 2 PINS
03 - 3 PINS
04 - 4 PINS
05 -5 PINS
06 - 6 PINS
07 - 7 PINS
08 - 8 PINS

— | - CURRENT RATING 1.5A
D - CURRENT RATING 3A

® HTP ASIA TECHNOLOGY CO., LTD.
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6 | GLUE Epoxy. BLACK| 1 mm M8 A-Coding Male Panel Connector

- Front Mount Hex Flange
S | HEXNUT BRASS, Nickel Plated. 1 2:1 With Solder Bucket Pin
4 | O-RING Silicon. BLACK 1

w James
3 | cONTACT BRASS , 6 u" Gold Plated . Male Contact. N 05 A08x-M1xxHSF
2 | CONNECTOR | M8 A-Coding Male Connector Insert. Nylon+GF. BLACK| 1 3-5 °i25 Eric
.1 *

1 SHELL BRASS, Nickel Plated. 1
No. | PART NAME DESCRIPTION COLOR|QTY |REMARKS| A 1/1 A0BX-M1xxHSF
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